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Chapter 5

Computer 
Organization
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After studying this chapter, the student should After studying this chapter, the student should 
be able to:be able to:

OOBJECTIVESBJECTIVES

List the three categories of operations performed on data.
Perform unary and binary logic operations on bit 
patterns.
Distinguish between logic shift operations and arithmetic 
shift operations.
Perform addition and subtraction on integers when they 
are stored in two’s complement format.
Perform addition and subtraction on integers when 
stored in sign-and-magnitude format.
Perform addition and subtraction operations on reals
stored in floating-point format.
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Three subsystems in Computer

TheThe central processing unit (CPU)central processing unit (CPU), the, the main main 
memorymemory and the and the input/output subsysteminput/output subsystem..

Figure 5.1  Computer hardware (subsystems)
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CENTRAL 
PROCESSING UNIT

CENTRAL CENTRAL 
PROCESSING UNITPROCESSING UNIT

5.15.1
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Outlines

Three parts in CPU
An n arithmetic logic unit (ALU)arithmetic logic unit (ALU), , 
A A control unitcontrol unit and a set of and a set of registersregisters, , 
Fast storage locations.Fast storage locations.
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ALU

The central processing unit (CPU) 
performs operations on data. 

Figure 5.2  Central 
processing unit (CPU)
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Register

Registers are fast stand-alone storage 
locations that hold data temporarily. 
Multiple registers are needed to facilitate 
the operation of the CPU. Some of these 
registers are shown in Figure 5.2.
Types

Data registers
Instruction register
Program counter
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Control Unit

The control unit controls the 
operation of each subsystem. 
Controlling is achieved through 
signals sent from the control unit to 
other subsystems.
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Main
Memory

MainMain
MemoryMemory

5.25.2
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Main Memory

Main memoryMain memory is the second major is the second major 
subsystem in a computer (Figure 5.3). subsystem in a computer (Figure 5.3). 

Figure 5.3  Main memory
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Main Memory

A collection of storage locations, each with A collection of storage locations, each with 
a unique identifier, called an a unique identifier, called an addressaddress. . 
Data is transferred to and from memory in Data is transferred to and from memory in 
groups of bits called groups of bits called wordswords. . 

A word can be a group of 8 bits, 16 bits, 32 bits A word can be a group of 8 bits, 16 bits, 32 bits 
or 64 bits (and growing). or 64 bits (and growing). 

If the word is 8 bits, it is referred to as a If the word is 8 bits, it is referred to as a 
bytebyte. The term . The term ““bytebyte”” is so common in is so common in 
computer science computer science 

a 16a 16--bit word is referred to as a 2bit word is referred to as a 2--byte word, or byte word, or 
a 32a 32--bit word is referred to as a 4bit word is referred to as a 4--byte word.byte word.



12

Address space

To access a word in memory requires 
an identifier. 

Programmers use a name to identify a 
word (or a collection of words)
At the hardware level, each word is 
identified by an address. 

The total number of uniquely 
identifiable locations in memory is 
called the address space. 
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Memory addresses are defined using unsigned binary integers.
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Example 5.1

A computer has 32 MB (megabytes) of memory. How many bits A computer has 32 MB (megabytes) of memory. How many bits 
are needed to address any single byte in memory?are needed to address any single byte in memory?
SolutionSolution
The memory address space is 32 MB, or 2The memory address space is 32 MB, or 22525 (2(255 ×× 222020). We need ). We need 
loglog22 222525, or , or 25 bits25 bits, to address each byte., to address each byte.

Example 5.2
A computer has 128 MB of memory. Each word in this computer A computer has 128 MB of memory. Each word in this computer 
is eight bytes. How many bits are needed to address any single is eight bytes. How many bits are needed to address any single 
word in memory?word in memory?
SolutionSolution
The memory address space is 128 MB, which means 2The memory address space is 128 MB, which means 22727. . 
However, each word is eight (2However, each word is eight (233) bytes, which means that we ) bytes, which means that we 
have 2have 22424 words. We need logwords. We need log22 222424, or , or 24 bits24 bits, to address each , to address each 
word.word.
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Memory Types

Two main types: RAM and ROM.
Random access memory (RAM)

Static RAM (SRAM)
Dynamic RAM (DRAM)

Read-only memory (ROM)
Programmable read-only memory (PROM).
Erasable programmable read-only memory 
(EPROM).
Electrically erasable programmable read-only 
memory (EEPROM).
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Memory hierarchy
Computer users need a lot of memory,

especially memory that is very fast and 
inexpensive. (very fast memory is not 
cheap). 

The solution is hierarchical levels of 
memory.

Figure 5.4  Memory hierarchy



17

Cache Memory
Cache memory 

Faster than main memory, but slower 
than the CPU and its registers. 
Normally small in size and Being placed 
between the CPU and main memory 
(Figure 5.5).

Figure 5.5  
Cache memory
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INPUT/OUTPUT 
SUBSYSTEM

INPUT/OUTPUT INPUT/OUTPUT 
SUBSYSTEMSUBSYSTEM
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I/O subsystem

The collection of devices referred to The collection of devices referred to 
as the input/output (I/O) subsystem as the input/output (I/O) subsystem 
in a computer. in a computer. 
Communicate with the outside world Communicate with the outside world 
and to store programs and data. and to store programs and data. 
Two broad categories: Two broad categories: nonnon--storagestorage
and and storagestorage devices.devices.
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I/O subsystem
Non-storage devices

Allow the CPU/memory to communicate with the 
outside world, but they cannot store information.
E.g Keyboard, monitor, and Printer

Storage devices
Store large amounts of information to be 
retrieved at a later time. 
Cheaper than main memory, and their contents 
are nonvolatile (not erased when the power is 
turned off). 
Auxiliary storage devices. 

Two categorize: magnetic or optical.
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Figure 5.6  A magnetic disk

Figure 5.7  A magnetic tape
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Figure 5.8  Creation and use of CD-ROMs
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Figure 5.9  CD-ROM format

Figure 5.10  Making a CD-R
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Figure 5.11  Making a CD-RW
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SUBSYSTEM 
INTERCONNECTION

SUBSYSTEM SUBSYSTEM 
INTERCONNECTIONINTERCONNECTION

5.45.4
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Description

The interconnection plays an The interconnection plays an 
important role because information important role because information 
needs to be exchanged between the needs to be exchanged between the 
three subsystems.three subsystems.

Connecting CPU and memory
Connecting I/O devices
Addressing input/output devices
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Connecting CPU and memory

By three groups of connections, each 
called a bus: data bus, address bus 
and control bus.

Figure 5.12  Connecting CPU and memory using three buses
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Connecting I/O devices

I/O devices cannot be connected directly to 
the buses that connect the CPU and memory. 
I/O devices are electromechanical, magnetic, 
or optical devices, whereas the CPU and 
memory are electronic devices. 

Much slower speed than the CPU/memory. 
A need for some sort of intermediary to handle this 
difference

Input/output devices are therefore attached 
to the buses through input/output controllers 
or interfaces. 
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Figure 5.13  Connecting I/O devices to the buses
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Figure 5.14  SCSI controller
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Figure 5.15  FireWire controller



34Figure 5.16  USB controller
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Addressing input/output 
devices

The CPU usually uses the same bus to 
read data from or write data to main 
memory and I/O device. 
The only difference is the instruction. 

If the instruction refers to a word in main 
memory, data transfer is between main 
memory and the CPU. 
If the instruction identifies an I/O device, 
data transfer is between the I/O device 
and the CPU. 
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Addressing input/output 
devices

Two methods for handling the 
addressing of I/O devices 

Isolated I/O 
memory-mapped I/O.
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Figure 5.17  Isolated I/O addressing
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Figure 5.18  Memory-mapped I/O addressing
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PROGRAM 
EXECUTION
PROGRAM PROGRAM 

EXECUTIONEXECUTION

5.55.5
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Description

Today, Today, generalgeneral--purpose computerspurpose computers
use a set of instructions called a use a set of instructions called a 
programprogram to process data. to process data. 
A computer executes the program to A computer executes the program to 
create output data from input data. create output data from input data. 
Both the program and the data are Both the program and the data are 
stored in memory.stored in memory.
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Machine cycle

The CPU uses repeating machine 
cycles to execute instructions in the 
program, one by one, from beginning 
to end. 
A simplified cycle can consist of three 
phases: fetch, decode and execute
(Figure 5.19).
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Figure 5.19  The steps of a cycle
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Input/output operation

Commands are required to transfer data 
from I/O devices to the CPU and memory. 
The operation of the CPU must be somehow 
synchronized with the I/O devices. 
Three methods have been devised for this 
synchronization: 

programmed I/O, 
Interrupt driven I/O 
Direct memory access (DMA).



44Figure 5.20  Programmed I/O
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Figure 5.21  Interrupt-driven I/O



46Figure 5.22  DMA connection to the general bus



47Figure 5.23  DMA input/output


